
RTD WITH FLAME PROOF ENCLOSURE & 
NIPPLE - UNION - NIPPLE 1003-E

ART
1003-E

A
n

 I
S

O
 9

0
0
1
 :

 2
0
0
8
 c

o
m

p
a
n

y

O   None
C  FLP-1/IIA/IIB Double Compression Brass Ni Plated

D  FLP-IIC  Double Compression  Brass Ni Plated

X others

Cable
Gland

02     1/2” BSP
02A   1/2” NPT

RTD
"P"

Process 
Connection Size

Head

B  C. Alu.  FLP-I / IIA / IIB
C  C. Alu.  FLP-IIC
E  SS 304  FLP-I / IIA / IIB
H  SS 316  FLP-I / IIA / IIB
xx Others

1 Single Entry
2 Dual Entry

01    3/4”  ET
02    1/2”  NPT

1
x      None

Material
No. of

Entries
Cable 

Entries Size
Entries 
Pluged

Accuracy

 DIN 43760/IEC 751   
A    Class A 
B    Class B 

“N"
Lag 

Extension

1  CS Nipple Union Nipple          150mm

2  SS 304 Nipple Union Nipple   150mm

3  SS 316 Nipple Union Nipple   150mm

Certification

C1   CMRI
C2   CCOE
C3   BIS
C4   DIGIFASLI
C5   ATEX
C6   DGMS
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PROCESS CONTROL INSTRUMENTATION

w.e.f. 24-04-14

D

RTD
 Type No. of Elements

Extension
Configuration Insulation Sheath MOC

  PT-100

X  Others
S   Simplex
D   Duplex

A   2 Wire
B   3 Wire
C   4 Wire

01 
Mineral 

Insulated

04   SS 316
xx   Others

"L"
Sheath Length

________mm

Sheath 
DIA

1   Sheath of 5 mm  OD with tip of  
      6 mm OD x 60  mm Length

2   Sheath of 6 mm OD with tip of  
      8 mm OD x 60 mm Length. 

X   Others


